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SIGN INSTALLED WITH
U-BRACKET TRAFFIC
SAFETY SUPPLY THDW-105

OR EQUIVALENT

2" SCHEDULE 40 GALV. PIPE /

THREADED ONE END

WHEN SIDEWALK IS PRESENT, EDGE OF POST
SHALL BE 18" FROM FACE OF CURB. WHEN THERE 48" MIN 7' MIN

IS NO SIDEWALK OR WHEN THERE IS A PLANTING —t : — CLEARANCE
STRIP BETWEEN CURB AND SIDEWALK, EDGE OF

POST SHALL BE LOCATED 18" FROM FACE OF CURB. \

2" THREADED COUPLING
SET FLUSH WITH FINISH
GRADE 1/16" +/-
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CONCRETE 18

18" - 2" SCHEDULE 40
GALYV. PIPE (EXTENSION)
CONCRETE THREADED ON ONE END

CRIMP END

NOTES:

1. IF SIGN MUST BE PLACED IN EXISTING CONCRETE, CORE CITY OF KIRKLAND

HOLE SHALL BE 8" DIAMETER.

2. S1-1 SIGNS SHALL BE BLACK ON FLUORESCENT GREEN. PLAN NO. CK-R.43

3. W11-2 SIGNS SHALL BE BLACK ON YELLOW. ,:\OQ KIR/\?S; STANDARD SIGN
‘;4%; INSTALLATION
SHINGS
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